

${legalname}								WHSFOR-326
FORKLIFT PRESTART CHECKLIST

Forklift type…………………………………………………………………………………………………………………. Forklift Number………………………………………………………………..
	
	Mon
	Tues
	Wed
	Thurs
	Fri
	Sat
	Sun

	Date
	
	
	
	
	
	
	

	Inspectors Initials
	
	
	
	
	
	
	

	Items Inspected
	
	
	
	
	
	
	

	Tick Items that are acceptable
	
	
	
	
	
	
	

	TYRES –good condition, intact with rim, correct pressure
	
	
	
	
	
	
	

	FLUIDS – oil, hydraulics, battery, fuel and coolant 
	
	
	
	
	
	
	

	STRUCTURE – no cracks, bends, dents, distortion or broken parts.
	
	
	
	
	
	
	

	GUARDS -intact & secure
	
	
	
	
	
	
	

	TINES/FORKS –evenly spread with locking pins in place, no cracks.
	
	
	
	
	
	
	

	MAST /LIFTING ASSEMBLY–no damage, chains, latches and anchor pins in good condition 
	
	
	
	
	
	
	

	HYDRAULIC CYLINDERS AND HOSES, - no leaks or damage
	
	
	
	
	
	
	

	BATTERY –operational and no damage, charged, all connections secure
	
	
	
	
	
	
	

	CONTROLS – steering, breaks and controls are all working. 
	
	
	
	
	
	
	

	GAS CYLINDER – no leaks and secure
	
	
	
	
	
	
	

	WARNING DEVICES (lights, buzzer & horn) - working
	
	
	
	
	
	
	

	SEAT BELTS – working, not damaged
	
	
	
	
	
	
	

	SEATING – good condition, adjusted appropriately
	
	
	
	
	
	
	

	Attachments – functioning correctly, not damaged
	
	
	
	
	
	
	



Prestart checks are to be conducted every day prior to the use of the equipment. If any items are not working, do not use & tag out forklift – report to supervisor/manager
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